
NativeStone® Sink Repair Kit
Application Instructions - Ash, Earth, Ocean, and Slate finishes

Tools/Materials Needed: Tools/Materials Included:

THIS KIT IS USED FOR:

Repairing worn sealer, small pinholes 

and chips on a NativeStone sink.

Max V.O.C. 95 g/L, no CFC’s

Made in USA

Emergency Phone: 

1-800-424-9300 (CHEMTREC)

SURFACE PREPARATION:

1.Wipe surface with damp towel to remove any buildup or loose material on the surface. Thoroughly wet all surfaces with hands and 

running water for 4-5 minutes to identify pinholes, chips, or areas of exposed NativeStone with sealer coating removed.

2. Using chalk, circle all indications of water intrusion due to any of the issues listed above. Mark your circle large enough to make the 

repair within the circle without sealing or covering the chalk in the process. 

3. To make sure surface is completely clean and dry before moving onto repair steps below use a blow dryer or heat gun to gently 

dry all damaged surfaces, surfaces will lighten back to original color when dry, but chalk circles will remain.

4. Apply Painter’s Tape to installed drain and overflow to protect from sealer application.

SEALING PREPARATION/APPLICATION:

Note: If repairing worn sealer only, skip to Step 3 and continue with remaining process steps.

1. Fill pinholes/chips with Epoxy Putty. Dispense enough Epoxy Putty as required to fill pinholes and/or chips. Make sure to 
include materials from both Part A (outer ring of putty stick) and Part B (inner ring of putty stick). Using fingers, thoroughly knead 
putty to a uniform color for 1-2 minutes. Apply putty firmly to the pinholes and/or chips, molding it as uniformly and flush as possible; 
eliminate excess gently with your finger for pinholes, or with a damp cloth for chips. Add a few drops of water to putty while mixing 
if necessary to make it more flexible when applying putty to repair area. 

2. Cure & sand. Let putty cure until hardened, 1 hour minimum up to 24 hours. Once cured use the Sandpaper and Abrasive Pad to lightly 

sand and smooth only chip repair areas, not pinhole or sealer repair areas. Avoid removing any surrounding still intact sealer. Putty will 

lighten in color from sanding. 

3. Apply Clear Sealer. Shake bottle of Clear Sealer (appears milky in bottle) for exactly 2 minutes to thoroughly mix solution 

before applying. Soak one corner of 1” Foam Brush with mixed Clear Sealer and apply to repair areas inside the chalk circles 

and not the surrounding surface. Turn brush to the opposite dry corner and smooth sealer over, removing excess and

evening out the application. Rinse foam brush with water and set aside to dry so it can be used later. 

4. Allow to cure. Let sink cure for at least 4 hours. Optionally, to reduce sealer cure time to 2 hours, use blow dryer or heat gun 

on lowest setting 10 to 12 inches from surface, gently applying heat to repaired sealer area until it appears to be dry.

PRECAUTIONS:

• Wear protective gloves and safety glasses when applying sealer.

• Skin and eye irritant. Do not swallow. Use in a well-ventilated area. When handling, do not eat or drink. 

  If in contact with eyes, rinse cautiously with warm water for at least 15 minutes. Use fingers to ensure  
  that eyelids are separated and that the eye is being irrigated. Remove contact lenses if present and 

  easy to do so. Continue rinsing. Contact physician if irritation persists. If large volume is swallowed, 

  get medical attention immediately. Keep out of reach of children.

• This product cannot be exposed to temperatures <32 degrees F.

See other side

1- Abrasive Pad

1- Sandpaper

1- Piece of Chalk

1- 1" Foam Brush

1- 3" Foam Brush

1- Stick of Epoxy Putty (grey-Ash/Slate,
white-Ocean, or tan-Earth)

1- Tint Sealer (color matched to finish) 
1- Clear Sealer

1- Paint Tray

2- Roller Frames

2- Rollers

1- NativeStone Shield Part A

1- NativeStone Shield Part B

1- Damp Towel

1- Terry Cloth - Dry

1- Tablespoon

1- Blow Dryer or Heat Gun 

1- Pair of Safety Glasses

1- Pair of Single Use Gloves

1- Roll Painter’s Tape



5. Apply matching finish Tint Sealer to chip repair areas. (Apply Tint Sealer to worn sealer areas only if the original NativeStone 

substrate is visible.) Shake Tint Sealer bottle for exactly 2 minutes to thoroughly mix solution before applying. Soak one corner of the now 

dry 1” Foam Brush in the mixed Tint Sealer. Apply wet corner to the repair areas only to avoid darkening the surrounding surfaces. Remove 

excess Tint Sealer and smooth application with dry opposite corner of brush. Rinse foam brush with water and set aside to dry so it can be 

used later if needed. 

6. Allow to cure. Let sink cure for at least 4 hours. Optionally, to reduce sealer cure time to 2 hours, use blow dryer or heat gun on lowest 

setting 10 to 12 inches from surface, gently applying heat to repaired sealer area  until it appears to be dry, approximately 10 minutes. 

Time will vary depending on size of repaired area; when dry, appearance should change from milky/wet to glossy. (overnight it will turn 
matte)  If, after the proper cure time, you are not happy with the color match, repeat Steps 5 and 6 until desired color match with sur-

rounding surface is reached.

7. Apply Clear Sealer again. Once proper cure time is reached, wipe surface with a damp cloth and make sure area is dust free and dry 

when finished; chalk outlines should be cleaned off at this point. Apply second and final Clear Sealer layer. Shake Clear Sealer bottle for 
exactly 2 minutes to thoroughly mix solution before application. Pour Clear Sealer into Paint Tray and use 3” Foam Brush to apply sealer to 

all repair areas and entire surrounding surface to blend finish. Rinse Paint Tray with water and set aside to dry so it can be used later.

8. Allow to cure. Let product cure for full 12 hours. A blow dryer or heat gun cannot be used to reduce dry time for this curing step. After 12 

hour cure, wipe surfaces of piece with a damp cloth to remove dust and dry with a clean terry cloth before starting the NativeStone Shield 

application process.

IMPORTANT NOTE: Once fully mixed, NativeStone Shield has a 45 minute pot life before it loses integrity and must be disposed of; 
plan accordingly so that full application can be completed within that timeframe.

9. Prepare NativeStone Shield. Shake container of Shield Part A for exactly 1 minute. Pour contents of Shield Part A container into 

Shield Part B container. Reseal Shield Part B container tightly and shake for exactly 5 minutes. Then wait 15 minutes to allow mixture to 

fully blend. Add 1 tablespoon of water to Shield Part A and B mixture, reseal container and shake again for 1 minute. Then pour entire 

amount of now fully mixed NativeStone Shield into Paint Tray. 

10. Apply NativeStone Shield. 

 a. Place one Roller onto Roller Frame and apply NativeStone Shield to inner bottom, inner sides and top edge surfaces of sink

using a push/pull motion (away from you and towards you).  NativeStone Shield dries quickly once applied, so it is best to work 

quickly. Lightly back roll over buildup edges to ensure a smooth application surface and that the overlaps are wet to wet. Do not 

apply too much pressure to the surface; the weight of the roller itself is all that is needed.

Tip: When applying to a vertical surface, hold roller with open side pointing down - this will prevent excess sealer from dripping 

down off of roller.

 b. Using gloves, remove Roller from Roller Frame, discard, and attach the second, unused Roller to Roller Frame. Using this dry

Roller, smooth out any drips or visually heavy application areas.

NOTE: If repair areas are located on exterior surfaces, follow above directions for application and dry rolling to seal the top edge and exte-

rior surfaces, rather than interior. 

NOTE: When correctly applied, NativeStone Shield will have a hazy, even sheen and will remain tacky for up to 12 hours after application. 

Protect sealed piece from dust and debris while drying.

11. Allow final cure. Allow piece to cure for 7 days at ambient room temperature. Optionally, to reduce cure time from 7 days to 4 days 

you may use a blow dryer or heat gun on its lowest setting. Hold chosen heat tool at least 10-12 inches from NativeStone surfaces and 

move back and forth drying all over for approximately 20 minutes. Do not use sink until fully cured.
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